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Uni-Pro Painting Equipment

Product: 14 Day Blue Masking Tape

Material Safety Data Sheet

Product name:
Product Codes:

Manufacturer:
Supplier Address:
Supplier Contact:
Telephone:

Fax:

SECTION 1. PRODUCT IDENTIFICATION

14 Day Blue Masking Tape
70824, 70836, 70848, 70838

UNI-PRO PAINTING EQUIPMENT

Units 9-12, 144-150 Canterbury Road, Kilsyth VIC 3137
Customer Service

03 9761 7900

03 9761 6522

SECTION 2. COMPOSITION AND HAZARDOUS COMPONENTS

Composition/Information on Ingredients

Chemical Name CAS Number APPROX WT%
Natural Rubber - 9-20%
Styrene Rubber -- 0-3%
Hydrocarbon Resin -- 13-24%
Creped paper - 59-60%
Hazard Rating
Toxicity -- 1%
Fire -- 1%
Reactivity - 0%
Special -- None
SECTION 3. FIRST AID MEASURES
Inhalation No need anticipated

Eye Contact
Skin Contact

Ingestion

Not applicable

Fire/Explosion Hazard
Extinguishing Agents
Fire Fighting Procedures

Personal Protective Clothing

Flush eyes with water for at least 15 minutes. Consult a physician if irritation persists.
No need anticipated

No need anticipated

SECTION 4. SPILL OR LEAK INFORMATION

SECTION 5. FIRE-FIGHTING MEASURES

None
Agents approved for Class A hazard (eg. Halogenated agent, foam, steam) or water fog.
Individuals should perform only those fire fighting procedures for which they are trained.

Wear self contained breathing apparatus (pressure demand MSHA/NIOSH
approved or equivalent) and full protective gear.
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Dangerous Reaction
Hazardous Decomposition

Primary Routes of Exposure
Inhalation:

Effect

First Aid

Protection
Eye Contact:
First Aid
Protection
Skin Contact:
First Aid

Protection
Chronic Effects

Flash Point
Auto-Ignition Temperature
Lower Explosive Limit

Upper Explosive Limit

Protective Clothing
Hand Protection
Eye Protection

Respiratory Protection

Storage Requirements
Spill or Leak

Waste Disposal

SECTION 6. REACTIVITY

None identified
Thermal decomposition can produce carbon monoxide, carbon dioxide, acrylic
monomers, acrid smoke, metal fumes and other harmful products.

SECTION 7. HEALTH HAZARDS

Inhalation, Eye Contact and Skin Contact

Considered a non-respirable solid. No significant irritation expected other
than possible mechanical irritation.

If adverse effect occurs, remove person(s) to uncontaminated area.

Get medical attention

None required

Effect No significant irritation expected other than possible
mechanical irritation

Flush eye with plenty of water

None required

Effect No significant irritation expected other than possible

mechanical irritation

Wash exposed skin with soap and water

None required. However, use of protective gloves/clothing is good industrial practice
May cause slight irritation

SECTION 8. FIRE AND EXPLOSION HAZARDS
Not applicable
Not applicable
Not applicable
Not applicable

SECTION 9. PERSONAL PROTECTION

None required. However, use of protective gloves/clothing is good industrial practice
None required
None required

None required

SECTION 10. ENVIRONMENTAL PROTECTION

No special requirements

Not applicable

Landfill disposal must be in accordance with applicable Federal,
State or Local regulations

SECTION 11. OTHER INFORMATION

THE DATA ARE OFFERED IN GOOD FAITH AS TYPICAL VALUES AND NOT AS A PRODUCT SPECIFICATION.
NO WARRANTY, EITHER EXPRESSED OR IMPLIED, IS HEREBY MADE. THE RECOMMENDED INDUSTRIAL
HYGIENE AND SAFE HANDLING PROCEDURES ARE BELIEVED TO BE GENERALLY APPLICABLE. HOWEVER,
EACH USER SHOULD REVIEW THESE RECOMMENDATIONS IN THE SPECIFIC CONTENT OF THE INTENDED
USE AND DETERMINE WHETHER THEY ARE APPROPRIATE.
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